
Intake to direct
vent appliance

Min. 10 ft.
(Note 1)

Under 125gal w.c.
125 - 500gal w.c.

501 - 2000 gal w.c.

Min. 10 ft.
(Note 1)

Central A/C
compressor
(source of ignition)

Min. 25 ft.
(Note 2)

Min. 10 ft.

Min.
25 ft.
(Note 2)

Min
5 ft.

Nearest line of adjoining property that may be built upon.

Min.
10 ft.

Crawl space opening, 
window, or exhaust fan

Under 125 gal w.c.

Window air conditioner
(source of ignition)

Min. 10 ft. (Note 1)

Min.
5 ft.

Note 1: Regardless of its size, 
any ASME tank filled on site must 
be located so that the tank is at at least 
10 ft. from any external source of ignition 
(i.e., open flame, window A/C, compressor, etc.), 
intake to direct vented gas appliance or intake to a 
mechanical ventalation system.

Note 2: This distance may be reduced to no less than 10 
ft. (3 m) for a single container of 1,200-gal water 
capacity or less provided such container is at least 25 ft 
(7.6 m) from any other LP-Gas container of more than 
125-gal water capacity.

LOCATION OF ASME CONTAINERS
From NFPA 58, Appendix I. Federal, state, or local ordinances 
and regulations should be observed at all times.

w w w . s k a g i t f a r m e r s . c o m
  Residential
  Commercial

PROPANE
DELIVERY

TOLL 
FREE (888) 757-6053

Tanks Avai lable  for
Sale  or  Lease.

  Industr ia l
  Agricultural

Local ly  Owned & Operated Since  1934.
Serving Skagit ,  Is land & Snohomish Counties .

     Standard Domestic Tank Specifications
 Size (Gallons -   Approx.
 water capacity) Diamater Length Weight
 120 (vert.) 30“ 54” (height) 260 Lb.
 120 24” 68 257 Lb.
 250 30” 94” 483 Lb.
 325 30” 119” 597 Lb.
 500 37” 119” 949 Lb.
 1000 41” 192” 1760 Lb.


